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Electrical Specifications @ 25°C      Turns Ratio:  Bold = IC side windings

ISDN  S
O
 DIL Style Through Hole Interface Transformers

Dimensions: Inches (Millimeters)                  Tolerance: ±0.010 (0.25) unless specified otherwise

Features
• designed for optimum compatability with all established

interface IC’s
• excellent and consistent balance between windings
• complies fully with CCITT.I.430 recommendations and

corresponding national standards for S-Interface
• manufactured in ISO-9001 approved Talema facility
• operating temperature:  0 to 70°C
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1B001-VSI/FSI 03 :1:1 1:1 01 5 051 7.1 0.2 0051 1B

1A021-VSI/FSI 03 :1:1 4 01 5 051 7.1 0.4 0051 1A

1B031-VSI/FSI 03 :1:1 5,2:5,2 01 5 051 7.1 5.4 0051 1B

1B041-VSI/FSI 03 :1:1 2:2 01 5 051 7.1 0.4 0051 1B

**05906NEleveLnoitalusnIdecrofnieRhtiwylpmocsremrofsnarTecafretnIseireSFHSI

1B002-FHSI 03 :1:1 1:1 51 5 54 4.2 0.2 0003 1B

1A022-FHSI 03 :1:1 4 51 5 54 4.2 6.5 0003 1A

1B032-FHSI 03 :1:1 5,2:5,2 51 5 54 4.2 8.6 0003 1B

1B042-FHSI 03 :1:1 2:2 51 5 54 4.2 6.5 0003 1B

** SO Transformer modules comply with Reinforced Insulation Level EN60950:1992/A4: 1997, para. 2.9.4.4 when tested in accordance with 6.4.1

(07-03 Communications\ISDN\So-J Trafo)
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