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FOR DIM E:
 
PRESS FIT   ⌀2.60
 
DROP IN     ⌀3.05
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OPTION 'A'

PANEL MOUNTING
HEADER-TO-PCB
   SCALE 2:1

(MYLAR FLUSH
WITH PCB)

FLUSH MOUNTING
HEADER-TO-PCB
   SCALE 2:1

(CLEARANCE FOR SOLDER
JOINT INSPECTION)

1.0mm CLEARANCE FOR
TRACE ROUTING

OPTION 'C'

NOTES: VALID UNLESS OTHERWISE SPECIFIED
1. GENERAL:
    
a.  CONNECTOR HEADER MUST BE VALIDATED TO THE FOLLOWING FUNCTIONAL REQUIREMENTS:
 
    PIN RETENTION = USCAR-2 REV 4
 
    SOLDERABILITY = SMES-152 
 
b.  APPLICATION REQUIREMENTS (REFERENCE ONLY) FOR:
    
    SEE APPLICATION SPECIFICATION = AS-34729-020
 
    SEE PRODUCT SPECIFICATION = PS-31372-100
 
    MATES WITH: SD-31372-900
 
c.  PACKAGING SPECIFICATION PER MOLEX DRAWING PK-31300-892 (TRAY)
d.  PACKAGING SPECIFICATION PER MOLEX DRAWING PK-31301-063 (TUBE)
e.  PACKAGING SPECIFICATION PER MOLEX DRAWING PK-31300-894 (ALT TRAY)
 
2.  DESIGN:  MATERIALS:
 
a.  SHROUD (PLASTIC HOUSING):
    RESIN - SPS 30%GF
 
b.  1.50mm BLADES:
    BASE MATERIAL: C19400
    PLATING TYPE: AS NOTED
 
    2.80mm BLADES:
    BASE MATERIAL: C19400
    PLATING TYPE: AS NOTED
 
c.  PIN ALIGNMENT PLATE: MYLAR
 
3.  PLATING REQUIREMENTS:
 
a.  UNDERPLATING - OVERALL NICKEL 
 
b.  OVERPLATING - OVERALL TIN
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DIMENSION UNITS SCALE

mm 4:1
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 3.0 °

4 PLACES ±

3 PLACES ±

2 PLACES ± 0.13

1 PLACE ± 0.25

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

STAC64 SINGLE BAY R/A 
10 CKT. HEADER ASSEMBLY SALES DRAWING

 PRODUCT CUSTOMER DRAWING
DOCUMENT NUMBER DOC TYPE DOC PART REVISION

SD-34696-100 PSD 001 K7
MATERIAL NUMBER CUSTOMER SHEET NUMBER

SEE CHART GENERAL MARKET  1 OF 1
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