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DESCRIPTION: 2.54mm PITCH P.C.B. MOUNT RIGHT ANGLE, EJECTOR TYPE

MATERIALS

1. HOUSING :

P.B.T. (UL 94V—0), BLACK.

2. TERMINAL : S.Q. 0.64mm BRASS.
SPECIFICATION

1. CURRENT RATING :

3 AMP. MAX.

2. DIELECTRIC WITHSTANDING VOLTAGE :
1000V AC R.M.S. FOR ONE MINUTE.

3. INSULATION RESISTANCE :

AT 1000V DC.
4. OPERATING TEMPERATURE : —55°C TC'?A”:II-105'C.

5000M OHMS

Number DIMENSIONS
Of Position A B C
10 32.00[1.260] | 21.84[.860] 10.16[.400]
14 37.08[1.460] | 26.92[1.060] | 15.24[.600]
16 39.62[1.560] | 29.46[1.160] | 17.78[.700]
20 44.70[1.760] | 34.54[1.360] | 22.86[.900]
24 49.78[1.960] | 39.62[1.560] | 27.94[1.100]
26 52.32[2.060] | 42.16[1.660] | 30.48[1.200]
30 57.40[2.260] | 47.24[1.860] | 35.56[1.400]
34 62.48[2.460] | 52.32[2.060] | 40.64[1.600]
40 70.10[2.760] | 59.94[2.360] | 48.26[1.900]
50 82.80[3.260] | 72.64[2.860] | 60.96[2.400]
60 95.50[3.760] | 85.34[3.360] | 73.66[2.900]
64 100.58[3.960] | 90.42[3.560] | 78.74[3.100]
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