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EL-1XxxM Pcs/Bag EL-1XxxF Pcs/Bag
% | )
i ——
- - H&n 1000 - T ' 1000
L i |
— < e yag
.~ o248 — - 24.8
EL-1X02M EL-1X02F
[ - g 3L ]
~ o i -
- 1000 3 1000
J_'| - i@l s _[
— 146
PP 24.8
EL-1X03M EL-1X03F
r + [I[eH < ]
< & I
3 - | 4 A
~ " 500 o I 500
- @ H ~— [
l—14.
EL-1X04M EL-1X04F
TOLERANCES ARE DESCRIP TION: Features:
* Available in 2 through 15 circuits
ol * Material: Nylon 66 UL 94V-0
XXX

AWG
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Assembly Layout

Panel Hole Layout

Dimensions I
Circuits N D
1X2 10.4 .
1X3 10.4 I E |
1X4 104 o'
2xe 15.2 © m| ©
2X3 14.9 o
3X3 19.4 ™
3X4 19.4 A
3X5 194 [ ]
4 |
Specifications:
Poles 2~15 Poles Circuits Part No Panel Layout(Dimensions)
Pitch between poles 4.50mm A B C D
Rated Voltage 250V AC,DC 1X2 EL-1X02M(F) 15.0 6.0 6.85 | 5.2
Rated Current 5A 1X3 EL-1X03M(F) 19.7 6.0 6.85 5.2
Withstand Voltage 800V AC/minute 1X4 EL-1X04M(F) 24.2 6.0 6.85 52
Contact Resistance 10mQ (MAX.) 2X2 EL-2X02M(F) 15.6 10.6 |11.80 5.2
Insulation Resistance 1,000M Q (MIN.) 2X3 EL-2X03M(F) 19.7 | 10.2 [ 1110 | 5.2
Temperature Range —25° +85°C 3X3 EL-3X03M(F) 19.7 | 148 [1570 | 5.2
Applicable Panel Thickness|0.8~2.0mm 3X4 EL-3X04M(F) 24.2 14.8 |15.70 52
Applicable Wire Range AWG #20~ #24 3X5 EL-3X05M(F) 28.7 | 14.8 |15.70 | 5.2

TOLERANCES ARE
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RoHS Compliant
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