
CD294 SERIES
∴ 2000h at 105℃
∴ Stantard
∴ Snap-in

Items Characteristics
Operating Temperature Rang(℃) -40～+105

Rated Voltage Range(V) 6.3～500
Capacitance Range(μF) 56～100000

Capacitance Tolerance(20℃,120Hz) ±20%

Dissipation Factor(20℃,120Hz)
Rated Voltage(V) 6.3 10～16 25～100 160～450 500

Tanδ（max）（%） 30 25 20 15 20

Impedence Ratio(MAX)(120Hz)
Rated Voltage(V) 6.3～16 25～100 160～250 300～450 500
Z(-25℃)/Z(+20℃) 4
Z(-40℃)/Z(+20℃) 18 10 6 8 12

Leakage Current
I≤0.01CV μA (at 20°C after 2 minutes)
I: Max.leakage current (μA),C:Nominal capacitance (μF),
V: Rated voltage (V)

Load Life

After applying rated voltage with rated ripple current:Ir for 2000 hours at 105°C,the
capacitors shall meet the following requirements.
Capacitance Change ≤±20% of the initial value
Tanδ ≤200% of the initial specified value
Leakage Current ≤The initial specified value
Appearance No significant damage

Useful Life

After applying rated voltage with 1.4 times rated ripple current for 100000 hours at 40°C,the
capacitors shall meet the following requirements.
Capacitance Change ≤±30% of the initial value
Tanδ ≤300% of the initial specified value
Leakage Current ≤The initial specified value
Appearance No significant damage

∴ DIMENSIONS[mm]

两脚焊针产品图 L型焊片产品图（适用于Φ30、Φ35）

四脚焊针产品图（适用于Φ35、Φ40） 三脚焊针产品图

ΦD 22 25 30 35 35 40
L 25～60 25～70 25～70 25～70 80～100 60～100
a 2.0 2.0 2.0 2.0 2.5 2.5
H 4.5 6.3 4.5 6.3 4.5 6.3 4.5 6.3 4.5 6.3 4.5 6.3



CD294 SERIES
∴ Rating for CD294 Series

Rated
voltage
（Surge
voltage）

Rated
capacit
ance

Case
size

MAX
tanδ

Typ ESR
20℃
120Hz

Rated
ripple
current
（105℃
120Hz)

Rated
voltage
（Surge
voltage）

Rated
capacit
ance

Case
size

MAX
tanδ

Typ ESR
20℃
120Hz

Rated
ripple
current
（105℃
120Hz)

(v) (μF) (mm) % (mΩ) (mA) (v) (μF) (mm) % (mΩ) (mA)

6.3（8）

15000 22×25 30 16 2080

10（12）

47000 25×50 25 4.7 4800

18000 22×30 30 13 2320 47000 30×40 25 4.7 4800

22000 22×35 30 11 2580 47000 35×30 25 4.7 4800

22000 25×25 30 11 2580 56000 25×60 25 4 5340

27000 22×40 30 9 2870 56000 30×50 25 4 5340

27000 25×30 30 9 2870 56000 35×40 25 4 5340

33000 22×45 30 7 3190 68000 30×60 25 3.3 5950

33000 25×35 30 7 3190 68000 35×45 25 3.3 5950

39000 22×50 30 6 3550 82000 30×65 25 2.8 6620

39000 25×40 30 6 3550 82000 35×50 25 2.8 6620

47000 22×60 30 5.2 3950 100000 30×70 25 2.4 7370

47000 25×50 30 5.2 3950 100000 35×60 25 2.4 7370

47000 30×35 30 5.2 3950

16（20）

6800 22×25 25 28 1950

56000 25×60 30 4.5 4390 8200 22×25 25 23 2160

56000 30×40 30 4.5 4390 10000 22×30 25 19 2400

56000 35×30 30 4.5 4390 10000 25×25 25 19 2400

68000 30×50 30 3.8 4890 12000 22×35 25 16 2660

68000 35×40 30 3.8 4890 12000 25×30 25 16 2660

82000 30×60 30 3.2 5440 12000 30×25 25 16 2660

82000 35×50 30 3.2 5440 15000 22×40 25 13 2960

100000 30×70 30 2.7 6050 15000 25×30 25 13 2960

100000 35×60 30 2.7 6050 15000 30×25 25 13 2960

10（12）

10000 22×25 25 20 2040 18000 22×45 25 10.5 3290

12000 22×25 25 17 2270 18000 25×35 25 10.5 3290

15000 22×30 25 14 2530 18000 30×30 25 10.5 3290

15000 25×25 25 14 2530 18000 35×25 25 10.5 3290

18000 22×35 25 12 2810 22000 22×50 25 8.8 3650

18000 25×30 25 12 2810 22000 25×40 25 8.8 3650

22000 22×40 25 10 3130 22000 30×30 25 8.8 3650

22000 25×30 25 10 3130 22000 35×25 25 8.8 3650

27000 22×45 25 8 3490 27000 22×60 25 7.3 4050

27000 25×35 25 8 3490 27000 25×50 25 7.3 4050

27000 30×30 25 8 3490 27000 30×35 25 7.3 4050

27000 35×25 25 8 3490 27000 35×30 25 7.3 4050

33000 22×50 25 6.5 3880 33000 25×60 25 6 4490

33000 25×40 25 6.5 3880 33000 30×40 25 6 4490

33000 30×35 25 6.5 3880 33000 35×35 25 6 4490

33000 35×30 25 6.5 3880 39000 25×70 25 5.1 4990

39000 22×60 25 5.5 4320 39000 30×45 25 5.1 4990

39000 25×50 25 5.5 4320 39000 35×40 25 5.1 4990

39000 30×40 25 5.5 4320 47000 30×50 25 4.3 5540

39000 35×30 25 5.5 4320 47000 35×45 25 4.3 5540



CD294 SERIES
∴ Rating for CD294 Series

Rated
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（Surge
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capacit
ance
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Typ ESR
20℃
120Hz

Rated
ripple
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（105℃
120Hz)
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voltage
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voltage）
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Typ ESR
20℃
120Hz

Rated
ripple
current
（105℃
120Hz)

(v) (μF) (mm) % (mΩ) (mA) (v) (μF) (mm) % (mΩ) (mA)

16（20）

56000 30×60 25 3.6 6150

35（42）

5600 30×25 20 31 2170

56000 35×50 25 3.6 6150 6800 22×40 20 27 2420

68000 30×70 25 3 6820 6800 25×35 20 27 2420

68000 35×60 25 3 6820 6800 30×30 20 27 2420

25（30）

4700 22×25 20 40 1770 6800 35×25 20 27 2420

5600 22×25 20 33 1970 8200 22×45 20 23 2700

6800 22×30 20 28 2190 8200 25×35 20 23 2700

6800 25×25 20 28 2190 8200 30×30 20 23 2700

8200 22×30 20 23 2440 8200 35×25 20 23 2700

8200 25×25 20 23 2440 10000 22×50 20 19 3000

10000 22×35 20 19 2710 10000 25×40 20 19 3000

10000 25×30 20 19 2710 10000 30×35 20 19 3000

10000 30×25 20 19 2710 10000 35×30 20 19 3000

12000 22×40 20 16 3020 12000 22×60 20 16 3340

12000 25×35 20 16 3020 12000 25×50 20 16 3340

12000 30×30 20 16 3020 12000 30×40 20 16 3340

15000 22×50 20 13 3360 12000 35×30 20 16 3340

15000 25×40 20 13 3360 15000 25×60 20 14 3710

15000 30×35 20 13 3360 15000 30×50 20 14 3710

15000 35×25 20 13 3360 15000 35×35 20 14 3710

18000 22×60 20 10.5 3740 18000 25×70 20 12 4130

18000 25×50 20 10.5 3740 18000 30×50 20 12 4130

18000 30×35 20 10.5 3740 18000 35×40 20 12 4130

18000 35×30 20 10.5 3740 22000 30×60 20 10 4600

22000 25×50 20 8.8 4160 22000 35×50 20 10 4600

22000 30×40 20 8.8 4160 27000 30×70 20 8 5120

22000 35×35 20 8.8 4160 27000 35×55 20 8 5120

27000 25×60 20 7.3 4630 33000 35×60 20 6.5 5700

27000 30×50 20 7.3 4630 39000 35×70 20 5.5 5700

27000 35×40 20 7.3 4630 47000 35×80 20 4.6 6400

33000 25×70 20 6 5160 47000 40×60 20 4.6 6340

33000 30×60 20 6 5160 56000 35×100 20 3.9 7200

33000 35×45 20 6 5160 56000 40×80 20 3.9 7200

39000 30×60 20 5.1 5740 68000 40×100 20 3.4 8000

39000 35×50 20 5.1 5740

50（60）

2200 22×25 20 70 1460

47000 35×60 20 4.3 6390 2700 22×30 20 57 1620

35（42）

3300 22×25 20 47 1580 3300 22×30 20 47 1800

3900 22×30 20 41 1750 3300 25×25 20 47 1800

4700 22×30 20 36 1950 3900 22×35 20 40 2030

4700 25×25 20 36 1950 3900 25×30 20 40 2030

5600 22×35 20 31 2170 4700 22×40 20 36 2300

5600 25×30 20 31 2170 4700 25×35 20 36 2300



CD294 SERIES
∴ Rating for CD294 Series
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50（60）

4700 30×30 20 36 2300

63（76）

3900 35×30 20 36 2320

5600 22×50 20 31 2600 4700 22×60 20 32 2560

5600 25×40 20 31 2600 4700 25×50 20 32 2560

5600 30×30 20 31 2600 4700 30×40 20 32 2560

6800 22×60 20 27 2930 4700 35×30 20 32 2560

6800 25×50 20 27 2930 5600 25×50 20 28 2850

6800 30×35 20 27 2930 5600 30×40 20 28 2850

6800 35×25 20 27 2930 5600 35×30 20 28 2850

8200 25×50 20 23 3310 6800 25×60 20 25 3200

8200 30×40 20 23 3310 6800 30×50 20 25 3200

8200 35×30 20 23 3310 6800 35×35 20 25 3200

10000 25×60 20 19 3750 8200 30×50 20 22 3550

10000 30×50 20 19 3750 8200 35×40 20 22 3550

10000 35×40 20 19 3750 10000 30×60 20 19 4000

12000 30×60 20 16 4230 10000 35×50 20 19 4000

12000 35×45 20 16 4230 12000 30×70 20 16 4600

15000 30×70 20 14 4750 12000 35×60 20 16 4600

15000 35×50 20 14 4750 15000 35×70 20 14 5200

18000 35×60 20 12 5310 18000 35×80 20 12 6000

22000 35×60 20 10 5950 18000 40×60 20 12 5800

27000 35×80 20 8 6660 22000 35×100 20 10 6600

27000 40×60 20 8 6600 22000 40×80 20 10 6600

33000 35×100 20 6.5 7450 27000 40×100 20 8 7300

33000 40×80 20 6.5 7450

80（96）

820 22×25 20 113 980

39000 40×80 20 5.5 8300 1000 22×25 20 93 1080

47000 40×100 20 4.6 9300 1200 22×30 20 78 1240

63（76）

1200 22×25 20 103 1020 1200 25×25 20 78 1240

1500 22×25 20 83 1150 1500 22×35 20 67 1450

1800 22×30 20 69 1320 1500 25×30 20 67 1450

1800 25×25 20 69 1320 1800 22×35 20 60 1600

2200 22×35 20 57 1560 1800 25×30 20 60 1600

2200 25×30 20 57 1560 1800 30×25 20 60 1600

2200 30×25 20 57 1560 2200 22×40 20 53 1850

2700 22×40 20 47 1800 2200 25×35 20 53 1850

2700 25×30 20 47 1800 2200 30×30 20 53 1850

2700 30×25 20 47 1800 2200 35×25 20 53 1850

3300 22×50 20 41 2050 2700 22×50 20 46 2110

3300 25×35 20 41 2050 2700 25×40 20 46 2110

3300 30×30 20 41 2050 2700 30×30 20 46 2110

3900 22×50 20 36 2320 2700 35×25 20 46 2110

3900 25×40 20 36 2320 3300 22×60 20 40 2380

3900 30×35 20 36 2320 3300 25×50 20 40 2380
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∴ Rating for CD294 Series
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80（96）

3300 30×35 20 40 2380

100（120）

2700 35×35 20 42 2650

3300 35×30 20 40 2380 3300 30×50 20 35 3100

3900 25×60 20 35 2690 3300 35×40 20 35 3100

3900 30×40 20 35 2690 3900 30×60 20 31 3420

3900 35×35 20 35 2690 3900 35×45 20 31 3420

4700 30×50 20 30 3000 4700 30×70 20 27 3800

4700 35×40 20 30 3000 4700 35×50 20 27 3800

5600 30×60 20 26 3400 5600 35×60 20 23 4090

5600 35×45 20 26 3400 6800 35×60 20 19 4410

6800 30×70 20 22 3850 8200 35×80 20 16.5 5100

6800 35×50 20 22 3850 8200 40×60 20 16.5 5100

8200 35×60 20 18 4180 10000 35×100 20 14 6150

10000 35×60 20 15 4500 10000 40×80 20 14 6150

12000 35×80 20 13 5200 12000 40×100 20 12 6700

12000 40×60 20 13 5000 15000 40×100 20 10 7300

15000 35×100 20 11 5900

160（200）

270 22×25 15 343 750

15000 40×80 20 11 5800 330 22×25 15 280 820

18000 40×100 20 9.5 6500 390 22×30 15 250 950

22000 40×100 20 8 7200 390 25×25 15 250 950

100（120）

560 22×25 20 165 860 470 22×30 15 210 1050

680 22×25 20 136 950 470 25×25 15 210 1050

820 22×30 20 113 1130 560 22×35 15 180 1200

820 25×25 20 113 1130 560 25×30 15 180 1200

1000 22×35 20 93 1290 560 30×25 15 180 1200

1000 25×30 20 93 1290 680 22×40 15 150 1360

1200 22×40 20 81 1470 680 25×35 15 150 1360

1200 25×30 20 81 1470 680 30×30 15 150 1360

1200 30×25 20 81 1470 820 22×50 15 126 1530

1500 22×45 20 67 1700 820 25×40 15 126 1530

1500 25×35 20 67 1700 820 30×30 15 126 1530

1500 30×30 20 67 1700 1000 22×60 15 105 1710

1500 35×25 20 67 1700 1000 25×45 15 105 1710

1800 22×50 20 58 2000 1000 30×35 15 105 1710

1800 25×40 20 58 2000 1000 35×30 15 105 1710

1800 30×30 20 58 2000 1200 25×50 15 90 1900

1800 35×25 20 58 2000 1200 30×40 15 90 1900

2200 22×60 20 49 2260 1200 35×30 15 90 1900

2200 25×50 20 49 2260 1500 25×60 15 72 2270

2200 30×35 20 49 2260 1500 30×50 15 72 2270

2200 35×30 20 49 2260 1500 35×35 15 72 2270

2700 25×60 20 42 2650 1800 25×70 15 63 2590

2700 30×40 20 42 2650 1800 30×55 15 63 2590
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∴ Rating for CD294 Series
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160（200）

1800 35×40 15 63 2590

200（230）

1500 35×40 15 80 2450

2200 30×60 15 52 2970 1800 30×60 15 69 2800

2200 35×45 15 52 2970 1800 35×50 15 69 2800

2700 30×70 15 43 3350 2200 30×70 15 59 3190

2700 35×50 15 43 3350 2200 35×60 15 59 3190

3300 35×60 15 36 3630 2700 35×70 15 49 3600

3900 35×70 15 30 4080 2700 40×60 15 49 3600

3900 40×60 15 30 4080 3300 35×80 15 41 4100

4700 35×80 15 26 4600 3900 35×100 15 35 4700

5600 35×100 15 22 5370 3900 40×80 15 35 4700

5600 40×80 15 22 5370 4700 40×100 15 30 5300

6800 40×100 15 19 6120

250（287）

150 22×25 15 670 550

200（230）

220 22×25 15 420 660 180 22×25 15 560 630

270 22×30 15 343 800 220 22×30 15 460 720

270 25×25 15 343 800 220 25×25 15 460 720

330 22×30 15 280 900 270 22×30 15 370 800

330 25×25 15 280 900 270 25×25 15 370 800

390 22×35 15 237 1020 330 22×35 15 310 920

390 25×30 15 237 1020 330 25×30 15 310 920

390 30×25 15 237 1020 390 22×40 15 270 1050

470 22×40 15 197 1180 390 25×30 15 270 1050

470 25×35 15 197 1180 390 30×25 15 270 1050

470 30×30 15 197 1180 470 22×40 15 230 1150

560 22×45 15 165 1360 470 25×35 15 230 1150

560 25×40 15 165 1360 470 30×30 15 230 1150

560 30×30 15 165 1360 560 22×50 15 190 1330

560 35×25 15 165 1360 560 25×40 15 190 1330

680 22×50 15 147 1530 560 30×30 15 190 1330

680 25×40 15 147 1530 680 22×60 15 160 1500

680 30×30 15 147 1530 680 25×50 15 160 1500

680 35×25 15 147 1530 680 30×35 15 160 1500

820 22×60 15 123 1770 680 35×30 15 160 1500

820 25×50 15 123 1770 820 25×60 15 135 1700

820 30×35 15 123 1770 820 30×40 15 135 1700

820 35×30 15 123 1770 820 35×35 15 135 1700

1000 25×50 15 100 1950 1000 25×70 15 115 1900

1000 30×40 15 100 1950 1000 30×50 15 115 1900

1000 35×30 15 100 1950 1000 35×40 15 115 1900

1200 25×60 15 90 2220 1200 30×50 15 100 2100

1200 30×50 15 90 2220 1200 35×45 15 100 2100

1200 35×35 15 90 2220 1500 30×60 15 83 2500

1500 30×60 15 80 2450 1500 35×50 15 83 2500
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(v) (μF) (mm) % (mΩ) (mA) (v) (μF) (mm) % (mΩ) (mA)

250（287）

1800 30×70 15 70 2850
300（350）

2700 40×100 15 46 3700

1800 35×60 15 70 2900 3300 40×100 15 37 4100

2200 35×70 15 60 3200

350（400）

100 22×25 15 970 630

2200 40×60 15 60 3200 120 22×25 15 810 700

2700 35×80 15 49 3540 150 22×30 15 650 770

3300 35×100 15 40 4100 150 25×25 15 650 770

3300 40×80 15 40 4000 180 22×30 15 540 850

3900 40×100 15 34 4600 180 25×25 15 540 850

4700 40×100 15 28 5000 220 22×35 15 445 920

300（350）

120 22×25 15 770 580 220 25×30 15 445 920

150 22×25 15 620 650 220 30×25 15 445 920

180 22×30 15 520 750 270 22×40 15 370 1000

180 25×25 15 520 750 270 25×35 15 370 1000

220 22×35 15 420 850 270 30×30 15 370 1000

220 25×30 15 420 850 330 22×45 15 310 1100

270 22×35 15 350 940 330 25×40 15 310 1100

270 25×30 15 350 940 330 30×30 15 310 1100

270 30×25 15 350 940 390 25×45 15 270 1220

330 22×40 15 290 1030 390 30×35 15 270 1220

330 25×35 15 290 1030 390 35×30 15 270 1220

330 30×30 15 290 1030 470 25×50 15 230 1350

390 22×50 15 260 1130 470 30×40 15 230 1350

390 25×40 15 260 1130 470 35×30 15 230 1350

390 30×30 15 260 1130 560 30×40 15 200 1500

470 25×50 15 220 1250 560 35×35 15 200 1500

470 30×40 15 220 1250 680 30×50 15 165 1700

470 35×30 15 220 1250 680 35×40 15 165 1700

560 25×60 15 190 1380 820 30×60 15 140 2000

560 30×40 15 190 1380 820 35×45 15 140 2000

560 35×35 15 190 1380 1000 30×70 15 115 2250

680 30×50 15 160 1500 1000 35×50 15 115 2250

680 35×40 15 160 1500 1200 35×60 15 97 2500

820 30×50 15 135 1650 1500 35×70 15 80 2850

820 35×45 15 135 1650 1800 35×80 15 66 3300

1000 30×60 15 115 1800 2200 35×100 15 54 3700

1000 35×50 15 115 1800 2200 40×80 15 54 3700

1200 30×70 15 95 2100 2700 40×100 15 44 4100

1200 35×60 15 95 2100

400（450）

82 22×25 15 1030 570

1500 35×70 15 77 2400 100 22×25 15 850 630

1800 35×80 15 66 2800 120 22×30 15 710 700

2200 35×100 15 55 3300 120 25×25 15 710 700

2200 40×80 15 55 3300 150 22×35 15 590 770



CD294 SERIES
∴ Rating for CD294 Series
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400（450）

150 25×30 15 590 770

450（500）

220 25×40 15 500 950

180 22×40 15 490 850 220 30×30 15 500 950

180 25×35 15 490 850 270 25×45 15 410 1050

180 30×25 15 490 850 270 30×35 15 410 1050

220 22×40 15 400 950 270 35×30 15 410 1050

220 25×35 15 400 950 330 25×50 15 340 1200

220 30×30 15 400 950 330 30×40 15 340 1200

270 22×45 15 340 1050 330 35×30 15 340 1200

270 25×40 15 340 1050 390 30×45 15 290 1350

270 30×30 15 340 1050 390 35×35 15 290 1350

330 22×50 15 295 1150 470 30×50 15 245 1500

330 25×45 15 295 1150 470 35×40 15 245 1500

330 30×35 15 295 1150 560 30×60 15 210 1750

390 25×50 15 260 1300 560 35×45 15 210 1750

390 30×40 15 260 1300 680 30×70 15 175 2000

390 35×30 15 260 1300 680 35×50 15 175 2000

470 30×50 15 220 1500 820 35×60 15 145 2300

470 35×35 15 220 1500 1000 35×70 15 120 2600

560 30×50 15 180 1700 1200 35×80 15 103 3000

560 35×40 15 180 1700 1500 35×100 15 83 3500

680 30×60 15 150 1900 1500 40×80 15 83 3500

680 35×50 15 150 1900 1800 40×100 15 70 4000

820 35×60 15 130 2100

500（550）

56 22×25 20 1920 450

1000 35×60 15 108 2400 68 22×25 20 1610 500

1200 35×70 15 92 2800 82 22×30 20 1350 560

1500 35×100 15 75 3200 82 25×25 20 1350 560

1500 40×80 15 75 3200 100 22×35 20 1120 630

1800 40×90 15 63 3600 100 25×30 20 1120 630

2200 40×100 15 53 4000 120 22×40 20 950 700

450（500）

68 22×25 15 1470 500 120 25×35 20 950 700

82 22×25 15 1240 560 120 30×25 20 950 700

100 22×30 15 1030 630 150 22×45 20 770 770

100 25×25 15 1030 630 150 25×35 20 770 770

120 22×35 15 875 700 150 30×30 20 770 770

120 25×30 15 875 700 180 22×50 20 650 850

150 22×40 15 710 770 180 25×40 20 650 850

150 25×35 15 710 770 180 30×30 20 650 850

150 30×25 15 710 770 220 25×50 20 540 950

180 22×40 15 600 850 220 30×35 20 540 950

180 25×35 15 600 850 220 35×30 20 540 950

180 30×30 15 600 850 270 25×60 20 445 1050

220 22×50 15 500 950 270 30×40 20 445 1050



CD294 SERIES
∴ Rating for CD294 Series

∴ Frequency correction factor for ripple current

∴ Temperature correction factor for ripple current

Rated
voltage
（Surge
voltage）

Rated
capacit
ance

Case
size

MAX
tanδ

Typ ESR
20℃
120Hz

Rated
ripple
current
（105℃
120Hz)

(v) (μF) (mm) % (mΩ) (mA)

500（550）

270 35×35 20 445 1050

330 30×50 20 370 1200

330 35×40 20 370 1200

390 30×60 20 315 1350

390 35×50 20 315 1350

470 30×70 20 265 1600

470 35×50 20 265 1600

560 35×60 20 225 1900

680 35×70 20 185 2200

820 35×80 20 155 2500

1000 35×100 20 130 2850

1000 40×80 20 130 2850

1200 40×100 20 110 3200

Frequency(Hz)

Rated
Voltage.(V)

50 120 1K 10K 100K

U≤100 0.95 1 1.08 1.12 1.13

160≤U≤250 0.87 1 1.3 1.37 1.4

300≤U≤450 0.82 1 1.25 1.31 1.35

U=500 0.8 1 1.13 1.18 1.2

Temperature

(℃)
Rated
Voltage(V)

40 55 70 85 105

6.3-500 2.7 2.4 2.1 1.7 1


