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PA66 V0 GWT 750�$�C WITHOUT FLAME NATURAL 1-1644055-2

6

CUSTOMER DRAWING

1644055

A.HERRANZ
16JAN2007

J. SALO
23JAN2007

-
-

4:1 1 1 A9

108-1031

-

-

mm
-
-
-
-
-

-

AL 2

PLUG, 6 CIRCUIT,
UNIVERSAL MATE-N-LOK 
-

-

20

SEE TABLE -

20

00779

BY -

10.8 0.3

11.68 0.3

27,43�#�0,4

13.97 0.3

REF
27.42

20.32 0.4

PA66 V0 GWT 750�$�C WITHOUT FLAME NATURAL 1-1644055-3
(WINDOW LATCH VERSION)

PA6 V0 NATURAL 1-1644055-1

PA6 V2 GWT 750�$�C WITHOUT FLAME NATURAL   1644055-1

REMARK      MATERIAL COLOUR PN

1.  SMALL NICKS ARE PERMITTED ON THE CIRCUIT

TOWERS WHICH COULD INCREASE THE INITIAL

HOUSING MATING FORCE UP TO 4.4 NEWTONS

(10 LBS). NO INDIVIDUAL NICKED TOWER 

SHALL INCREASE THIS FORCE BY OVER 2.2 NEWTONS (.5 LBS)

2   DIMENSIONS SHOWN REPRESENT PRODUCT IN DRY, AS MOLDED, 

    CONDITION. ADDITIONAL 2% GROWTH DUE TO SUBSEQUENT

    MOISTURE ABSORPTION MAY OCCUR AND SHOULD BE 

    ACCOUNTED FOR.

    PRELIMINARY PART NOT RELEASED FOR PRODUCTION

    STANDARD LATCH VERSION

    WINDOW LATCH VERSION

 CSA CERTIFICATION LOGO LOCATED AT LEAST ONE SIDE OF

    THE HOUSING, APPROXIMATELY AS SHOWN

VIEW 1

VIEW 1 FOR P/Ns:
  1644055-1,
1-1644055-1,
1-1644055-2.

SCALE  4:1

3D VIEW FOR P/Ns:
  1644055-1
1-1644055-1,
1-1644055-2.

3D VIEW FOR P/N
1-1644055-3.

VIEW 1 FOR P/N
1-1644055-3.
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