
MINI DIN 803 TYPE

CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司
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N: Nickel
Shell Plating:

B: Black

1.0 Voltage rating: 30V DC.

0: Selective  Gold Flash
Contact plating

Color of housing

4 5 6 7 8 
No.of contacts:

NOTES:

1.  Specifications:

1.4 Insulation resistance: 1000 Megaohms MIN.

1.3 Dielectric withstanding voltage: 500V AC(rms) for 1 minute.

1.2 Contact resistance: 30 Milliohms MAX.

1.5 Operating temperature: -40°C~+85°C.       

1.1 Contact current rating: 1A MAX. PER PIN.

2. Product number code:

6: Tin

G: Green

P: Purple
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Recommend PCB layout(Tolerance:±0.05)
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MINI DIN 803 Type(9Pin)

CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

N: Nickel
Shell Plating:

B: Black

1.0 Voltage rating: 30V DC.

0: Selective  Gold Flash
Contact plating

Color of housing

9
No.of contacts:

NOTES:

1.  Specifications:

1.4 Insulation resistance: 1000 Megaohms MIN.

1.3 Dielectric withstanding voltage: 500V AC(rms) for 1 minute.

1.2 Contact resistance: 30 Milliohms MAX.

1.5 Operating temperature: -40°C~+85°C.       

1.1 Contact current rating: 1A MAX. PER PIN.

2. Product number code:

G: Green

P: Purple

Recommend PCB layout(Tolerance:±0.05)
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