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Features:
Ø 2.0mmx1.25mm SMD, 0.8mm THICKNESS
Ø Mono-color type, PURE GREEN
Ø Compatible with automatic placement equipment
Ø WIDE VIEWING ANGLE.
Ø IDEAL FOR BACKLIGHT AND INDICATOR.
Ø PACKAGE: 4KPCS/REEL
Ø RoHs Compliance


 Electrical-optical characteristics: (Ta=25°C) (Test Condition: IF=20mA)

Chip

Forward
Voltage(VF)

Unit:V

Luminous
Intensity

(Iv)
Unit:mcd

Part Number

Emitted Color Material
?�P
(n
m)

Lens
Type
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ng
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2¦È1/2
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BL-LS0805PGC Ultra Pure Green InGaN 525 Water
Clear 3.30 3.70 50 100 130


 Absolute maximum ratings (Ta=25°C)

Parameter Pure Green U
nit

Forward Current IF 30 mA

Power Dissipation Pd 78 mW

Reverse Voltage VR 5 V

Peak Forward Current IPF
(Duty 1/10 @1KHZ) 100 mA

Operation Temperature TOPR -30 to +80 °C

Storage Temperature TSTG -40 to +85 °C

Lead Soldering Temperature

TSOL

Max.260±5°C for 3 sec Max.
(1.6mm from the base of the epoxy bulb)

°C
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Ø Bin Specificatioin

Luminous Intensity Ranks (mcd)

RangeBrightness
BIN
Code Min Max

B01 50 80
B02 80 120
B03
B04
B05
Forward Voltage Ranks (V)

RangeVoltage
BIN
Code Min Max

V01 3.0 3.2
V02 3.2 3.4
V03 3.4 3.6
V04 3.6 3.7

Dominant Wavelength Ranks (nm)

RangeWavelength
BIN
Code Min Max

G01 520 523
G02 523 526
G03 526 529
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 Package configuration & Internal circuit diagram

Notes:
2. All dimensions are in millimeters (inches)
3. Tolerance is ±0.25(0.01")unless otherwise noted.
4. Specifications are subject to change without notice.

http://www.betlux.com
mailto:sales@betlux.com
mailto:betlux@betlux.com


SMD LED LAMP
BL-LS0805PGC

APPROVED : XU L CHECKED :ZHANG WH DRAWN: LI FS REV NO: V.1 Page 4 of 6
WWW.BETLUX.COM EMAIL: SALES@BETLUX.COM , BETLUX@BETLUX.COM


 Tape Specifications
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 Typical electrical-optical characteristics curves:
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 Packing and weighting

4000pcs/Reel 1 Reel/Bag Maximum 10
Bags/Inner Box

3 Inner
Box/Box

9 Inner
Box/Box
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